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SZELLEMI PREAMBULUM - A SZERZO VizIOJA

Mindannyiunkban kialakul egy kép az életlink sordn a minket korilvevd szlikebb és tagabb
vilagrél, a természetr6l, benne sajat magunkrél. Az Uj Természettudomanyi Muzeum
Debrecenben a 21. szazadban ezt a belsé képet hivatott tarsadalmasitani, hogy egyén és
kozosség eligazodjon az informaciddradatban és megtalalja a helyét a teremtett vildgban.
Debrecen természetes kozpontja Magyarorszag keleti nagyrégiéjanak, a Nagyerd6 pedig mar
masfél évszazada ad biztos hatteret a varos polgdri urbanizacidjanak, az egyetemnek, a
kultdranak, a sportnak. A lassan kiszarado alfoldi tolgyerds sokat adott eddig a varosnak, most
itt az ideje, hogy az épitészet visszaadjon valamit a kornyezé természetnek. A tervezett
muzeum organikus-kristalyos strukturdja ezt az Uj viszonyt tiikrozi: az épllet korallként,
televényként né bele a kornyezetébe, elmosva a hatarokat épitett és természetes kozott. A park
és a kert tovabb szovédik a hazon belil és a tetén. Mintha a Nagyerd6ben kirdndulnank, olyan
természetességgel taldlja meg a helyét minden korosztaly, csalad és kozosség a kidllitas
kiilonb6z6 szinterein. A kidllitasi tematikakon tul észrevétlenil, élményszer( téri vilagaval
nevel maga az épllet is a kornyezet tudatositdsara.
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BEVEZETS — TERVEZESI ALAPGONDOLATOK, OSSZEFOGLALO
A Magyar Természettudomanyi Mizeum — tovabbiakban MTM — tervezésének alapjait képez6
dokumentumok:
- Tervpalyazati kiirds és mellékletei
A dokumentumokbdl egyértelm(ien kiolvashato, a tervezésre kihaté iranymutatdsok:
- A MTM tervezésének f6bb épitészeti alapvetései
- Az eltér6 karakter( egységek — kidllitoterek, kozleked6terek, raktarzénak,
kutatas, oktatds, igazgatds szétvalasztasa, 6nalld, de szerves egységként torténd
kezelése
- Uj épitészeti minGség létrehozasa
- azallandé munkahelyek kiemelt helyzetbe hozasa: fény, kilatas, perspektiva
- a kozleked6 teriletek maximalis természetes fénnyel torténd bevilagitasa,
novényzettel valé kapcsolat biztositasa
- egyértelm(i, konnyen attekinthetd térstruktdra kialakitdsa, amelyben a
latogatdk és az itt dolgozdk, latogatdi és a belsé jol elkilonithets, de rovid
utakon tud kozlekedni.
- Az éplletformalas, amely a tomor és livegezett fellleteivel ki tudja hasznalni a
napsugarzasbdél szarmazé energianyerés el6nyeit, ugyanakkor baratsagos, jo
kérnyezetet biztosit az év minden idészakaban.

1. FEJEZET — TERULETALAKITAS, EPULET-ELHELYEZESI ES EPITESZETI KONCEPCIO

A BEEPITESI PARAMETEREK VIZSGALATA, KAPCSOLODAS A VAROSI SZOVETHEZ

Az MTM telek varosszerkezeti elhelyezkedését, kapcsolddasat a varosi szévethez, valamint a
szabalyozasi paramétereit és adottsagait a tervpalyazati kiirds részletesen ismerteti.

Az itt megadott ismertetést a tervezéshez végzett vizsgdlataink megerésitik, illetve kiegészitik:

- a terllet varosszerkezeti pozicidja kivalo, a tervezett kozlekedési létesitmények, utak,
csomépontok megépitése utan a terllet a varos és régid minden iranyabdl jol
megkozelithetd,

- a terillet nagysaga lehet6vé teszi a megadott program elhelyezését, de a kapcsolédd
jelenlegi parkerdd tertiletét is sziikségesnek tartjuk bevonni a fejlesztésbe,

Mivel az épllet tervezésénél a minél kedvez6bb funkcionalis kapcsolatok biztositasat és az
energiatudatos épllettomeg kialakitasat tekintettik elsGdleges szempontnak, igy egy
Osszefliggd hasab alaku pincetombot legkedvez6bb mddon helyeztiink el.

- két feltard utat alakitottunk ki, az egyik a szervizforgalmat — m(itargyszallitas, gazdasagi
aru-feltoltés, hulladékszallitas stb. biztositja, A masik a személygépjarm( parkolds
bevezetésére szolgdl. Ezeket szétvdlasztottuk.

- atelken bellli féoldmozgatasokkal csokkenteni lehet, az elszallitandd fold mennyiségét,

- a foldszinti padlovonalat a terepsikra illesztettilk, biztositva az akadalymentes
megkozelitést a gyalogos megkozelités kozben jo ralatast lehet biztositani az
éplletegyittesre, amely elGsegiti a LANDMARK jellegli épulet kedvezGbb
megjelenését.

- Af6 tomeg és a melléktomegek eleganciat és egyben jatékossagot is biztositanak.

A beépitési paraméterek vizsgalata

Az MTM szamara kialakitott telek teriilete: 96 875 m2, a telken bejelolt épitési hely: 41 902
m2.
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Térszin feletti beépithet8ség 40%, azaz 38 750 m2. Tervezett beépitettség: 14 336 m2.
Terepszint alatti tervezett beépitettség: 7 969 m2

Altalanos szintterileti mutaté: 0,8, max. 77 500 m2

Tervezett szintteriileti mutaté: 0,31 (Osszes bruttd szintterilet: 30 328 m2)

Tervezett zéldteriilet: 70%, azaz 67 968 m2

Epiilet legmagasabb pontja: 20 m. Tervezett: 20 m.

A tervpalydzatban bemutatott éplilet minden tekintetben megfelel a megadott
paramétereknek.

Kapcsolddas a varosi szévethez

Az MTM szamara kijelolt teriilet jelenleg labdaridgdpadlya és kiszolgald épiiletei, illetve csaladi
hazas Ovezettel hatdros. A tervezett fejlesztés, nem okoz nagymértékl varosszerkezeti
beavatkozast, valamint terhelést a csaladi hazas ovezetre.

2. FEJEZET— KOZLEKEDESI KAPCSOLATOK:

GAZDASAGI- ES GYALOGOS FORGALOM, TOMEGKOZLEKEDESI KAPCSOLATOK

SZEMELYGEPJIARMU FORGALOM, PARKOLASI RENDSZER

A tervpalyazat kiirdsaban felvazolt kozlekedési fejlesztéseket realisnak tartjuk, és a tervpalyazat
kidolgozasanal ezekre épitettiik az éplilet elhelyezését és a kilonb6z6 forgalmi kapcsolatok
biztositasat. Lényeges elemek:

- A kozosségi forgalom egyik f6 érkezési pontja a f6bejarati tér, ez a teriilet déli
sarokpontja, ide érkeznek a latogatdi buszok és a helyi buszjaratok is.

- Személygépjarm( forgalom a Nagyerdei krt.-rél nyitott bejaraton, A mélyparkolé az
épllet -1 szinten talalhato, ez a legrévidebb Gton érhet6 el. Itt helyeztiik el elvalasztott
maddon az itt dolgozék parkoldit is.

- Masodlagos megkozelitési pont a észak-keleti pont, itt szintén egy tomegkdzlekedési
kapcsolatot biztositunk, errél pontrél gyalogosan megkézelithetd a fébejarat, valamint
a személyzeti bejarat is.

Gazdasagi forgalom teljes egészében e mellett a Nagyerdei kériatrdl ledgazva lett kialakitva.

- Kerékparos megkdzelitést mindkét irdnybdl biztositunk.

3. FEJEZET — FUNKCIONALIS KIALAKITAS ES MUZEUMTECHNOLOGIA
Az MTM tervezett funkciondlis kialakitasanak az alapjat az elvalasztott, de attekinthet6
kozlekedési rendszerre épitettiik.
A f6bejdrat tere egy mindenki szdmdra nyitott éplletrész, itt taldlhatéak az informaciot
biztositd rendszerek, a jegyvasarlasi lehet6ségek és innen nyilik az étterem kavézd, amely a
muzeum bezdrasat kovetben is nyitva tud maradni. Ebbe az el6csarnokba érkeznek a
pinceszinti parkolébdl a latogatdk. Innen mar csak biztonsagi okokbdl, csak a jeggyel
rendelkez6ek tudnak belépni a mizeumba.
A funkciondlis elrendezés kialakitasdanak masik fontos eleme az itt dolgozdk nyugodt
munkakornyezetének megteremtése. Egyik pontja a kiilon bejarat kialakitasa, ez az épiilet
keleti oldalan taldlhaté bejaraton torténik.
Kiemelt szempontok a funkcionalis elrendezésnél:

- Foldszint — allandd és ideiglenes kidllitétér, immerziv tér, el6addterem, kavézdk stb.,

irodablokk, muzeumtechnoldgiai terek, raktarak stb.
- galéria szint — konyvtar, jatszéhaz, vadasz szoba, labor terek, kavézd
- Tet6szint — allandd kidllitasok, kiilsé tet6terasz, botanikus kertek és rendezvénytér
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- -1 Pinceszint — személygépjarm( parkoldk, kiszolgalé funkcidk, gazdasagi ellatas
épliletgépészeti kozpont.

Dokkolé

A mitargyszallitd kamion a dokkoléba hattal tolat be, forduldsi helyet az épiilet el6tt
biztositottunk.

A dokkolé teriiletét fokozott biztonsagi zénaként alakitottuk ki.

Mditargyraktar

A mutdrgyraktar egy ,kiallitasi és kozmlivel6dési raktar”, ahol az installaciés anyagot és a
vandorkiallitasi anyagot raktarozzak. Az altalanos légallapotértékek: 20-22°C, 50% RH kivételt
a papiralapu anyagok, valamint a fotdk jelentenek, ezeknek a 45%-o0s paratartalom értéket
biztositunk, levalasztott gépészeti rendszerekkel.

A bejarati csarnok terében, valamint a latogatéi kozleked6terekben latvanyraktarakat alakitunk
ki.

Az installaciés anyag és a vandorkidllitasi anyag taroldasahoz szikséges, kiilonb6z6 tipusu
raktarakat terveztiink.

A mdtargyraktaraktdl kozel helyeztiik el a dolgozdszobakat, amelyek vilagitasat és szell§zését
a mesterséges rendszereken kivil természetes mddon is biztositjuk.

ElkGlonito tér

Az elkllonité tér a fert6zott anyag elkiilonitését szolgalja, a kiallitdsba be- és kikeril6 anyagot
(novények, emldsok stb.) minden esetben fert6tleniteni kell. A fert6tlenités csak olyan
esetekben, torténik itt, ha a mennyiség és a fert6z6ttség mértéke ezt lehetévé teszi.
Szell6zés/szellGztetés/elszivas szempontjabdl kilon gépészeti rendszert biztositunk.

Preparalé mihely

A preparatérium/preparalom(ihely alkalmassa tettiik, hogy a tervezett preparator- és
gylijteményi asszisztens képzés, itt meg tudjon valdsulni, tovabba a 10+ f6 befogadasara
alkalmas preparalé mdhelyt latogatdi hasznalatra megnyitottuk, valamint workshopok
megtartdsara is alkalmassa tettlilk. A mesterséges vilagitds mellett természetes fényt
biztositottunk. A teret a latogatdi folyosd fel6l a tivegfalként alakitottuk ki.

Kiallitasépité miihely

A helyiséget, a tervezési programban megadott méretben alakitottuk ki, ebben a mlhelyben,
ahol a dioramakat és egyéb installacids elemeket készitik, természetes fényt is biztositottunk.
Megkozelithetfség szempontjabdl a kidllitotérhez helyeztiik el. A falait hangszigetel6 mddon
kell kialakitani.

Allandé és id6szaki kiallitoterek

A dokkold és a kiallitoterek utvonalai, valamint a teherlift akaddlymentes kialakitasuak. A
foldszinti allando kidllitoterek jobb oldalan egy szervizfolyosét alakitottunk ki. Ez a folyosd
biztositja az allandd és az ideiglenes kiallitas épitésekor, hogy ne a latogatdi folyoson térténjen
az anyagbeszallitas.

A dolgozdk a kidllitétereket errdl a folyosérdl, a latogatdk pedig az el6esarnok fel6l kdzelithetik
meg.
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Az idGszaki kidllitas falait, nagymagassagu toldfalakkal terveztiik. Olyan esetekben, mikor nincs
kiallitas, ez a tér az el6csarnokhoz kapcsolddik és ezaltal egyéb rendezvényeknek biztosit
helyet.

4. FEJEZET —AKADALYMENTESITES

Akadalymentesités szempontjabdl a hatalyos jogszabalyoknak megfelelGen kell kialakitani az
éplletet, ezen kivil kilonbo6z6 csalad és gyermekbarat éplletet terveztiink, Fontos szempont
a gyermekek és hozzatartozoik szdmdra minden felmerils igényt kielégité csaladi és
akadalymentes mosddék tervezése. Kiemelt szempont a csUszasgatlds és a megfelel
kapaszkodasi lehet6ségek biztositdsa. Kiemelt szempont a konnyl tisztithatésag és a
tisztasagot sugalmazd belséépitészeti anyagok megvalasztasa. Ennek példaja pl. a baba-mama
szoban kivil a gyerekbarat vizesblokkok, valamint parkoléhelyek kialakitasa is.

5. FEJEZET — GAZDASAGOSSAG, SMART MEGOLDASOK
A tervezés soran kiemelked6 szempont volt a gazdasagossag kérdése. Minden dontésnél
mérlegelésre keril ez szempont, amely a kovetkez6kben érvényesiil:

- 0ncélqy, felesleges megoldasok keriilése. Az éplilet szépségét a térstruktira és a logikus
tomegformalas adja, ebben a rendszerben semmilyen 6ncélisag nem elfogadhaté. Az
éplletben nincsenek felesleges terek, szerkezetek, anyaghasznalat.

- kozlekedési utak minimalizaldsa, tomoritése fontos szempont volt, azzal egyiitt, hogy a
kozlekedési terek egyben kiilonleges a k A kidolgozott terv alapvet6en horizontalis
szervezés(l, igy a bels6 mozgdsokat fliggbleges iranyl magokon belil, minimalis
méretlek. Az egyes szinteken elhelyezett funkciondlis egységek a I[épcs6k és
kozlekedési magok koré szervezédnek, ezekbdl révid aton elérhetéek.

- egyéb megoldasok.

Smart megoldasok

Eplletvezérlés, - informatika (Smart building)

Gazdalkodasi rendszerek (MISS rendszerek - Management Information Support System)
Alkalmazasfejlesztés

Uzemeltetési rendszerek.

6. FEJEZET — EPITESZETI ERTEKTEREMTES, BELSGEPITESZETI-, EPITESZETI FORMALAS

ANYAGHASZNALAT, MUSZAKI IGENYSZINT MEGHATAROZASA

A térstruktura - vilagos, jol attekinthets térstruktira létrehozas, mint elsGdleges épitészeti
érték alapvet6en meghatdrozta a tervezést. Az épitészet elsGsorban a térszervezés muivészete,
jelen esetben a térszervezés az dramldsokat koveti, az egyes kozosségi terek mérete mindig az
aramldsok intenzitasa alapjan lettek méretezve, indulva nagylépték(i elG6csarnokon at a széles
f6 kozlekedési téren keresztiil az egyes egységek beléptetési pontjaig.

A fény szerepe — a természetes fény és szell6zés bejutasanak biztositasa, azokban a terekben,
ahol napi munkavégzés torténik kiemelt szempont volt. A kidllitéterek vilagitdsat pedig
mesterséges fénnyel biztositjuk. Az épllet biztonsdgi zénakra osztottuk, a biztonsagi és
teremdéri személyzetet a kiallitéterekhez kozel helyeztik el. A raktdrak és egyéb muzeumi
kiszolgald szobakat is a mihelyekhez kozel helyeztiik el. A vezetGség az elsé emeleten kapott
helyet. Levalasztott, de akdr elhagyhatd mddon keriilt kialakitasra a szallas rész.

A LANDMARK jel — az épiilet tomegformalasa szintén alapvet6 épitészeti értékhordozé. Az
épllet épitészeti, tdjépitészeti tervezésénél az egyik fontos szempont az volt, hogy az ide
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l[atogatdk és az itt dolgozdk szamara, az otthonossag érzését teremtse meg a kildnleges
tereiben. A telekhatartél megkozelitve, minden generacidé szamara a fokozatossag elve mellett
utazasra, felfedezésre hiv az éplilet.

Az éplilet formalasdhoz az egyik inspirdciot a terileten megtalalhatdé moha koldnia adta, a
masikat egy kiilonleges, Magyarorszagon is megtaldlhaté Rodokrozit nev{ dsvany szerkezete
adta. Rodokrozitrdl azt tartjak, hogy segit abban, hogy megtalaljuk a bels6 harmdniankat, és
az életlink minden teriiletén egyensulyt teremtsiink. Az dsvany metszetén a fejlédésének
organikus kapcsolédasai lathatdak, amely egyik inspiracidja az épliletiink kialakitasaban.

Az éplletiink is hasonld felépitésli, a f6- kiallitétomeghez kapcsolddnak oldaltomegek,
amelyek kés6bb akdr tovabbi szarnyakkal bévithetéek. A terlleten a labdarugépalya
kialakitdasa miatt tdjseb alakult ki, ennek gyodgyitdsa volt az egyik épitészeti és kerttervezési
szempont. A homlokzati burkolat varidlhatésdgaval konnyedén kialakithatéak a természetes
megyvilagitast elGsegit6 nyildsok, illetve zartabb falak is.

A homlokzati burkolatok véltozatossaga segiti az éplilet kornyezetbe illesztését, teraszos
z6ldtetGs kialakitdasaval konnyedén bevonja a természetet az éplletbe.

BelsGépitészeti értékek

Mdszaki igényszint meghatarozasa — tartdssdg, hasznossag, szépség harmasara épill. A
beépitett anyagoknak tartdsnak, idét allonak, az idében szépen oregedének kell lenni. Ez
egyben hasznossagi kérdés is, mert a kivalasztott anyagoknak a megfelel6 életciklusokhoz kell
igazodni, a megfelel6 karbantartasi és feldjitasi ciklusok figyelembevételével. Harmadsorban
figyelni kell arra, hogy a betervezett anyagok szépek legyenek, latszatra, tapintdsra. Az épulet
kozOsségi tereinek fatartds fodémjei az éplilet természetességét erbsitik. Az erdében a fak
kozott egy tisztason épitkeziink. A pillérek a koriilolel6 erd6 pillérjeinek szinonimai.

TARTOSZERKEZET

Altalanos leiras

Vizszintes teherhordo szerkezetek

A tetd tartdszerkezete rétegelt ragasztott fabdl készitett gerendaracs. A gerendaracs alaprajzi
megjelenése haromszogbd6l allé rajzolatot ad. Ez a rajzolat jelenik meg mindegyik
fodémszinten, a legfelsd, kisebb terhelési fodémnél alacsonyabb gerendamagassaggal.

A foldszint feletti fodém belsé teriiletén, az allandé kidllitasi tér felett, acél racsostarték adjak
a fodém tartészerkezeti vazat. Az acél racsostartok elhelyezkedése koveti a szintenként
megjelend, alaprajzi haromszog rajzolatot. Az acél racsostartok alkalmazasa lehet&séget
biztosit a gépészeti berendezések elvezetésére a racsostartok racsrudjai kozott.

A pinceszint felett a 8x8 méteres raszterekben Iévé pillérekre keril6, kétiranyban alulbordas
monolit vasbeton lemez adja a fédém tartdszerkezetét.

Fiigglleges teherhordé szerkezetek

A pinceszinten 8x8 méteres raszterekben vasbeton pillérek adjdk az épilet fligg6leges
tartoszerkezetét. A pinceszinti fodém felett, kor keresztmetszet(i acél pillérek helyezkednek el,
a pince szinti pillérekre illesztve. Ezekre az acél pillérekre tdmaszkodik rétegelt ragasztott fa
gerendardcs, illetve az éplilet belsejében |év6 acél racsostartdk. Az éplilet oldaliranyu erékkel
szembeni merevségét a Iépcs6hazi vasbeton magokkal, illetve kilon merevitérendszerrel kell
biztositani.
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Bejarat tetGszerkezete

A bejarat feletti fodém rétegelt ragasztott fa gerendazata a peremen és kdzépen elhelyezett
acél pillérekre tdmaszkodik. A gerenddzat a kidllitotérhez hasonlé, de attdl eltérd alaprajzi
elrendezésl haromszogletld mintdzatot ad. A gerendazat lehajldsa lathatd az alabbi képen:

Konferencia terem tetdszerkezete

A konferencia terem felett, rétegelt ragasztott fa gerendazat biztositja a tet6 tartdszerkezetét.
A gerendazat alaprajzi kialakitdsa szintén haromszdgekbdl allé mintazat, de a kor alaprajzhoz
igazodva centralis elrendezés(. A fa gerendak egymashoz mereven kapcsolddnak igy kialakitva
a fodém szerkezetét. A fodém a peremen pillérekre tdmaszkodik.

Kiallitétér acél racsostarto tetGszerkezete
Az dllando kidllitotér felett a tetGszerkezet egy acél térracs. A tet6szerkezet alaprajzilag koveti
az éplletben alkalmazott haromszoges kialakitdst.
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Kiallitotér RR fa gerendas fodém
Az ideiglenes kiallitotér felett rétegelt-ragasztott fa gerenddkbdl kialakitott gerendaracs adja a
fodém szerkezetet. Ennek alaprajzi mintazata megegyezik az allandd kiallitétér feletti acél

racsostartok kialakitasaval.
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Emeleti RR fa gerendas fodém
Az emeleti fodém tartdszerkezete az ideiglenes kidllitotérhez hasonléan rétegelt-ragasztott fa
gerendakbdl kialakitott gerendaracs. A szerkezet a pincébdl induld pillérekre tdmaszkodik, és

a peremén konzolos kialakitasu.

8/15



FENNTARTHATOSAG

A tervezési koncepcid kozéppontjdban a természet és az épitett kornyezet Osszhangja,
szimbiotikus egylttmikodése allt. A zoldfelllet ndvelése, természetes kornyezet, természetes
épitéanyagok felhasznaldsat 6tvozve a hatékonyabb mdszaki megoldasokkal alkalmas arra,
hogy az épiilet nem csak az épitészeti minGség kifejezGerejével mutasson példat, hanem a
klimavaltozas kozepette reagaljon a megvaltozoban 1év6 koérnyezeti igényekre, Gzemeltetési
kihivasokra. A tervezés célja volt a mizeum megépitése, miikodtetése és elbontasa soran
minimalis  kornyezeti terhelés elérése, o©Okolégiai labnyom csokkentése mind
anyaghasznalatban, mind az lizemelést tekintve, és ezen tulmenden a természetes kdrnyezet
resztoracidja.

A dontés, hogy az éplilet és a kornyezetében a miikodéshez sziikséges burkolt feliilet konturja
minimalis legyen a fenntarthatdsagi szempontok altal inspiralt:

- a kisebb alapteriilet, kisebb felszinboritottsag kevésbé bolygatja a természetes
talajokat, ezdltal a természetes mddon kialakult term&kozegek megtartasa elésegiti a
zaporviz megfelel§ elszikkadasat, a talaj biolégiai aktivitasat megtartva a névényzet és
allatfajok sokszin(iségét.

- a kompakt épuletforma segiti a téli hGveszteségek csokkentését

- lehet6séget biztosit a zoldfelllet ndvelésére.

Az épllet tervezése soran a természetbdl vett, természeten alapuld megoldasok tobb sikon
athatottak a koncepciot:

- természetes anyagok hasznalata: az alkalmazott fa-acél hibrid szerkezetekkel és az
épllet el6regyartott homlokzati fa panelszerkezetekkel az épilet tartdszerkezetének
beépitett labnyoma jelentGsen csokkenthet6 egy hagyomanyos vasbeton szerkezethez
képest

- z6ldtetdk: az épiilet tetején tobb, mint 5000 m? zdldtetd keriilt elhelyezésre, amelynek
jelent6s szerepe van a nyari hGcsillapitdsban, és a terliletre lezuduld
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csapadékmennyiség visszatartasaban, és a parologtatas révén a mikroklima tovabbi
javitasaban.

- felszini természet alapu megoldasok: a természetes vizkezelési megoldasok haldzata:
szivargd burkolatok, arokrendszerek, esGkertek, melyek alkalmasak arra, hogy a
tervezett Civaqua rendszerbe becsatlakozzanak.

- Az éplilet teljesitia BREEAM NC v6 Bespoke rendszer Excellent szintjének
kdvetelményeit, az alabbi f6 elvek mentén:

= MAN
= HEA
= ENE
= TRA
= WAT
= MAT
= WST
= LUE
= POL
= INN

85%

Energiahatékonysag

passziv tervezési megoldasok ugymint kompakt épuletforma, hatékony épllethéj. Az
arnyékolas, a csokkentett lvegfellilet-fal arany és a hatékony épliletburok célja a f(itési és
hitési terhelések csokkentése, ezdltal lehet6vé téve a sugdrzd rendszerek alkalmazasat. A
flitési és hdtési energiaellatasra talajszondas hészivattyut javaslunk, kihasznalva a debreceni
térség kedvezd talajhé-potencialjat.

Megujulé energidk hasznositasa

A tervezés soran megvizsgalasra kerilt a tavhé, a helyszini furt geotermikus kut, talajszondas
hdszivattyu, leveg6s hészivattyu, a talajvizének h6hasznositasa. A tavhé az alacsony megujulé
arany és ennek kovetkeztében magas karbonlabnyom kovetkeztében elvetésre kertlt. A
teriileten elérhetd, j6 potencidllal rendelkez6 megujuld forrds a geotermikus termalviz-
hasznositas teljes visszasajtoldssal. A tovabbtervezés soran a talajszondas hdszivattyu
alternativajaként ez és a talajviz hészivattyu lehet6ségei kidolgozasra kerilnek, telken belil a
vizm(kut kornyezetében megfigyelhet6 vizaramlas feltarasaval.

A geotermikus hd@szivattyus megoldassal 25%-o0s energiamegtakaritas és 40%-os karbon
megtakaritas érhet6 el a tavhbvel vald ellatdshoz képest. Ezt egésziti ki a tet6n elhelyezett,
mintegy 2800m2 terileten elhelyezett bioszoladr teté és 1000m2-nyi UvegtetSbe integralt
napelem, amellyel az épilet eléri az A++ szinthez sziikséges 50%-0s energia és karbonlabnyom
csokkentést.

Beltéri komfort és akadalymentesség

A terlileten biztositott az akadalymentes megkozelithet6ség az egyetemes tervezés alapelvei
szerint. A funkciok elvalasztasa tdmogatja a kellemes akusztikai komfortot az eltéré terek
elvalasztasaval. Az épiletben termikus zéndak keriilnek kialakitasra az igényeknek megfeleld,
hatékony gépészeti megoldasokkal. A természetes anyagok, melyek a beltérben is
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megjelennek (els6sorban fa) és az alacsony VOC-kibocsatasu burkolatok biztositjak a jé a
beltéri leveg6é mindségét. A terlleten bellll torténé visszaerd@sitéssel, és a nagyaranyu
zoldtetGvel a kultéri komfort novelheté és a megfelel6 tervezésnek koszonhetGen az Uj
intézmény létrejotte nem noveli a varosi hGszigethatast.

Ennek el6nyei a természetes szell6zés mellett a gépészeti megolddsokban is élvezhetd, a jobb
levegbminGség, alacsonyabb nyari h6mérsékletek révén.

A bels6é terek komfortjdnak biztositdsa az igényeknek megfelel6 zéndzdssal és komfort
rendszerekkel biztosithatd: a munkahelyezek hit6-flté panelekkel, mig a kiallitasi terekben
levegbs hiitéssel-flitéssel. Ahol a funkcié megengedi (pl. irodaterek), a funkcionadlis kialakitds
lehet6vé teszi a természetes szellGztetést, javitva a beltéri levegé mindségét és csokkentve az
energiafogyasztast. A kiallitéterekben a természetes fény kizardsa megtorténik, mig az egyéb
terlileteken az Gvegezési arany és livegmin@ség a hités-flités energiaigényének és a vizudlis
komfort biztositasanak egyensulyaval kerilt meghatarozasra.

Vizhatékonysag

A klimavaltozas okozta szdrazsag ellensulyozdsa, extrém csapadékesemények zaporkezelése
érdekében a teljes teriletet atszovo kék infrastruktura keril kialakitasra. Zoldtet6k, es6kertek,
szikkasztéarkok, atereszt6 burkolatok és egyéb természetalapu megoldasok a fenntarthatd
csapadékviz-kezelési rendszerek részei, melyek csatlakoznak a jovében megépiilé Civaqua
halézatra. A helyszinen fart kit nem tervezett a vizm(kut kozelsége miatt. A locsolasra szolgald
viztarozok segitik a vizvisszatartast, mig a szdrazsagtlré novények telepitése csokkenti az
Ontozési igényt. A vizgazdalkodas tovabbi kiemelt szempontja volt a természetes talaj,
visszadllitasa minél nagyobb fellleten.

Fenntarthato kozlekedési megoldasok

A latogatdk és dolgozdk szdmara kerékparos infrastruktura létesiil, 116 latogatéi és 20 dolgozéi
taroldéval. Elektromos tolt6allomasok és zuhanyzdék biztositjak a fenntarthatd kozlekedést.5
elektromos tolt6allomas kerl kialakitdsra a dolgozéi és vendég parkolén Osszesen. A teriilet
jol megkozelithet6 a meglévé és tervezett kozlekedési csomdpontok feldl is.

Anyaghasznalat

A koncepcidban kiemelt szempont a karbonldbnyom csokkentése. Az épllet alatt
felhaszndlasra kerlilnek a helyszinen elbontandd szerkezetek (beton, tégla), emellett az
alacsony karbonldbnyomu faszerkezetek és a funkcionalis kialakitdshoz sziikséges szerkezeti
raszterhez igazodd acélszerkezetek a magas Ujrahasznositott tartalma révén a
tartoszerkezetben tobb mint 50% karbonlabnyom csokkentést ériink el hagyomanyos
betonszerkezetekhez képest. A tartdssagra és ellendlloképességre tervezés, valamint a
szerkezetek és homlokzatok ellendlléképességének biztositasa hozzajarul a karbantartdsi és
csere koltségek, tovabb csokkentik a 6koldgiai labnyomot.

Hulladékgazdalkodas

A muzeumban szelektiv hulladékgydjtés valdésul meg papir, mlanyag-fém, liveg és
komposztalhaté hulladékok szamara. A hulladékkezelés a pinceszinten keresztiil valosul meg,
a muzeumi terilettdl funkciondlisan elvalasztottan. A kertfenntartashoz kapcsolédodan
komposztald kerdl kialakitasra.

Telekhasznalat és 6koldgia

A fenntarthaté parktervezés célja olyan novényzet kialakitdsa, amely elGsegiti a biodiverzitast,
ontozés nélkil fenntarthatd, és rovar- és madarbarat elemeket tartalmaz. Az UjraerdGsités
harmas szint( novényzetstrukturat alakit ki, segitve a természetes taj helyredllitasat. Az erd6
lombkorona-szerkezetének helyreallitdsa noveli az 6koszisztéma termelékenységét, valamint
olyan okoszisztéma-szolgaltatasokat biztosit, mint az es6viz és hd 60-90%-anak felfogasa és
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fokozatos talajba szivarogtatasa, tovabba egy vizgylijté tertilet Iétrehozasa, amely fontos a
régio vizhaztartasa szempontjabdl. Az épllet konturja a meglévé sportpalydkhoz igazodik,
ezdltal csokkentve a természetes talajok bolygatasat.

Szennyezésmegel6zés

A fényszennyezés csdkkentése az erdbbe illesztett épiletnél kiemelt fontossagu, hogy
minimalizaljuk az él6vildgra gyakorolt negativ hatdsokat. Az éplileten nem tervezett éjszakai
kivilagitas a kornyez6 allatvilag védelme érdekében. A kiiltérben mikods, megvilagitast igényl6
funkcidk elsGsorban a teriilet déli oldalara keriltek, ezaltal természetes mdédon biztositva a
csokkentett éjszakai fényszintet. Az éplilet talajszondas gépészeti rendszerei nem bocsatanak
ki zajt, a levegGs-hGszivattyu kiltéri egységének védett elhelyezésével a zaj csokkenthetd. A
tervezett kék-zold infrastruktira kombinalt koncepcidjdval biztosithatd, hogy a tervezés el4tti
allapothoz képest ne haladja meg a BREEAM 3ltal kért vizlefolyds mértékét a tervezés utdni
allapot, a klimavaltozas hatasat is figyelembe véve.

EPULETGEPESZET

Az éplilet gépészeti rendszereinek tervezésénél a viz- és energiafogyasztas minimalizalasara és
a megujulé energiaforrasok minél nagyobb aranyu hasznalatara téreksziink.

El6zetes szamitasaink alapjan az épllet flitési-h(itési igénye teljes egészében fedezhet6
alacsony energiafogyasztasu hdszivattyds rendszerekkel, melyek két kiilonb6z6 hdéforras
hasznositasaval Gzemelnek; a pincében kialakitandd kézponti gépészeti térben kapnak helyet
a viz-viz hészivattyluk, az épullet melletti nyitott gépészeti térben pedig tovabbi leveg6-viz
hdszivattyukat terveziink elhelyezni.

A viz-viz h6szivattyuk az éplilet alatt furt, hozzavet6leg 450 db talajszonddval Gizemelve a teljes
flitési igényt, valamint a h(itési igény nagy részét fedezni tudjak. A nyari h(tési csicsigény
fedezésében a h(it6gép lUzemadllapotban mikodtetett levegb-levegé hdszivattyuk is részt
vesznek. A rendszerek kombindlasaval és a h(itési lGzemallapotban mi{ikéd6 berendezések
hulladékhdjének hasznositasaval biztosithatd az egyidejlleg fellépd flitési-h(itési igények
fedezése (pl. paratartalom-szabalyozdsdhoz) és a haszndlati melegviz termelés is. A
hészivattydk villamosenergia-igénye részben az épllet tetején elhelyezésre keril6
napelemekkel biztosithato.

A kidllitoterek, el6addk szell6ztetését, flités-h(itését és paratartalom-szabalyozasat kilonalld
légtechnikai rendszerekkel tervezziik biztositani, a |égkezel6 berendezések a pincei gépészeti
terekben keriilnek elhelyezésre. A frisslevegd beszivasa és az elhasznalt leveg6 kidobasa az
épulet melletti angolaknakon és szell6z6 felépitményeken keresztiil torténik. A légcsatorna-
halézat elosztasa a terekben részben az alpadléban, részben dlmennyezetben vagy latszd
szereléssel torténik. A légtechnikai rendszereket energiahatékony feliletf(ités-hitéssel
tervezzik kiegésziteni, amivel gazdasagos alapf(ités biztosithaté.

El6zetes szakértGi vélemény alapjan a telken 1000 m mélységben 60-70 °C-os termalviz all
rendelkezésre, amivel az éplilet teljes f(itési igénye fedezhets, ezért a kiviteli tervezés soran
meg kell vizsgdlni a kozvetlen hévizhasznositdas lehetGségét a varosi tavf(ité milvek
bevonasaval.

Az ivéviz felhasznalds csokkentése érdekében sziirkeviz-hasznositast terveziink megvalésitani.
Az épliletre és burkolt felliletekre hullé csapadékvizet zaportarozéba gy(ijtjik, ami igy késébb
felhaszndlhaté ontozésre vagy wc 6blitésre.
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TAJEPITESZET

Meghatarozé strukturak

A tervezési teriilet meghatarozé eleme és hegyben helyszine is az erdd, a Debreceni
Nagyerdd. A tervezési koncepcio alapvetése az alfoldi (homoki tolgyesek, 16sz0s tolgyesek,
artéri ligeterd6k) fas allomany megé6rzése, tajképi megjelenésben valtozatos él6helyek
megG6rzése, meguijitdsa, kialakitasa. A tervezési teriileten kétféle erd6tarsulds taldlhato;
erdsen zarédott elegyes kocsanyos tolgyes, valamint nagy kiterjedési homogén akacos. A
feltard uthalézat mentén értékes platan fasorok allnak, a sportszallo épiletét oszlopos
kocsanyos tolgysor szegélyezi. A varosi feltarulasndl az el6térben két hatalmas tolgy
matuzsalem all, amelyek megtartdsa — rossz allapotuk ellenére is — fontos feladat, hiszen
immar helyszini jelképpé valtak.

Mivel az erd6 meghatarozo egység, igy a tervezett épitett elemekkel a meglévé erds-
sziluettb6l nem emelkednek tul, vertikdlisan nem terjeszkednek a lombsator folé, igy nem jon
létre kilato, ezzel is megtartva a Viztorony kilaténak a monopdliumat.

Tajépitészeti elemek

A Debreceni Nagyerd6 tervezett Természettudomanyi Muzeum épliletének és kdrnyezetének
egysége a kultura, kutatds és oktatas helyszinévé valik. Az U] egylittes épitett és természeti
elemei a nyitottsagot képviselik; befogadd helyszinként varjak az ide latogatdkat, tovabba a
kornyéken lakdk rekredcids igényeit is kiszolgdljak. A megujuld és létrejovs sokrétl, diverz
zoldfelilet leginkabb honos novényfajokbdl all, amelyek allatfajok él6helyéil is szolgalnak,
ezdltal a biodiverzitast 0j szintre emelik a tervezési teriileten. A kialakitds és majdan a
fenntartas a vizhasznositds és a szamos vizfelllet okdn is megfelel és illeszkedik az 6koldgiai
elvarasoknak.

Az épllet f6bejarati térsége déli iranyba, a varos irdnyaban helyezkedik el, hiszen ez a gyalogos
megkozelités egyértelml tengelye. Az épllet elStt nagyméret(i, rugalmasan haszndlhaté
multifunkciondlis fasitott térlancolat, ,Fogadétér” jon létre. A bejarati térségben kiemelt
hangsulyt kap a két idGs tolgy, ezek arnyékaban taladlkozohelyként funkcionald varosi jellegi
el6tér jon létre, ahol kis méretl vizjaték kap helyet. Innen z06ld szigetek és nagy latvanyos
vizfelllet kiséri és vezeti a [atogatdokat a muzeum fébejaratahoz.

Az épllet el6tt elteriild felllet alkalmas id6szakos kidllitasok vagy rendezvények fogadasara is.
A muzeumszakmai koncepcid hangsulyozza, hogy a dinoszauruszok kozkedvelt latogatasi
célpontok, ezért a legnagyobb méretl zoldfeliletben lehetGséget teremtettiink ilyen
életnagysagu szobrok elhelyezésére is.

Az éplilet keleti és északi oldalan az alféldi erd6 karakterének megteremtésé a cél. A homogén
akacos folyamatos cseréjével ligetes tolgyes erdGtarsulast kivanunk létrehozni, emellett fontos
gyepes nyilt feliilet Iétrehozas is. Igy az alféldre jellemz harom f6 struktura jelenik meg: erd6-
liget-rét. A fenti tagolds bioldgiai sokféleség szempontjabdl kivanatos, illetve parkhasznalati
szempontbdlis el6nyos, hiszen jol atlathato teriletek jonnek 1étre, ahol a kiilonb6z6 funkcidkat
fa- és névénycsoportok tagoljak.

A keleti parkrészlet a ,Liget” alapvetéen honos, helyszinspecifikus, itt kaptak helyet
tanosvények, erdei iskola, jatszoterek, vizfellilet, piknik-hely, nagy kiterjedési gyepfeliilet. A
két nagy vizfellletet patak koti 6ssze, amit kalandos patakpart kisér. Az étteremterasz mellett
jatékos archeoldgiai dsatasi helyszin jon létre a sziklas patakpart mentén.

13/15



Az északi terlletrész a ,,Niche”, ahol a meglév6 erd6 megdrzésre keril a tervezett hasznalatok
kis fellleti igénybevételre korlatozédnak, kevésbé bolygatott terlilet. Ebben a megtartandé
erd6foltban vezettiik végig a stadiontdl érkez6, aztdn az allatkerten és a sportpdlyak teriletén
ativel6 lombkorona sétanyt. Az emelt sétany nem csupan a Nagyerds tobbi intézményével
valo Osszekottetést biztositja, hanem a muzeum foglalkoztatd helyiségével és teraszaval is
kapcsolatban van. A foglalkoztaté-teraszrol igy kozvetlen kapcsolatban van a muzeumi
zoldfellletekkel. A lombkorona tansovény egyik lejaratandl nyilik mdod az id&szakos
allatsimogat6 kialakitdsara. Az erd6foltban tansovény, aktiv jatszéfelilet és kdrnyezetvédelmi
oktatopark jon lére.

A keleti és északi teriletrészen hdrom tipusu tandsvény (erdé6-liget-rét tematikaval),
jatszohelyek (vizes jatszotér, erdei jatszotér és cslUszdapark és mdszofalas tematikaval)
létesiilnek.

Az épilet nyugati oldala a ,Rejtek”, itt kaptak helyet azon funkcidk, amelyek kevésbé
illeszkednek a helyszinhez honos novényalkalmazasdahoz, dm muzeumszakmai szempontbdl
fontosak és kivanatosak, pl. a biodiverzitds hotspot, vagy a kifejezetten védett helyszint
megkivand funkciok (hullébarat kert, kolostorkert). Az épilet Glelésében |évs, délnyugati
kitettségl kertrészlet védett szegletben kerllt kialakitasra, igy kifejezetten alkalmas
mediterrdan novények fogaddsara. A sportpalya felé enyhe terepplasztika ad intim lehatarolast,
amely egyben sziklakert kialakitasat is lehet6vé teszi. A sziklakertben és a nedves él6helyen a
hill6k és kétéltliek szdmara jon létre idedlis élettér. Az épllet alsé szintjén kialakitott allat- és
novényorvos innen kozelitheté meg.

A viz és vizes felliletek Iétrehozasa fontos koncepcionalis feladat volt, kiilénb6z6 karakter(
vizes helyszineket hoztunk |étre, amelyek egyre beljebb csalogatjak a latogatdkat a parkban. A
bejaratnal nagyméretld medence diszlik, honos és botanikai kiilénlegességekkel hangsulyozva
a muzeumi tematikdt, innen egy patak vezet el a parkban |év6 nagy vizfellletig. Az intim
kertrészben vizes él6hely jon létre, amely szikkasztéként is funkcional. A bejarati el6térben, a
tolgyek kornyezetében burkolatbdl fellové vizjaték szolgal attrakcidoként. A kilonféle
vizfellletek nem csupan a muzeumlatogatékat és a kornyéken lakékat vonzzdk, hanem az
allatok és novények szamara is fontos, specidlis él6helyként szolgdlnak. A vizes fellletek
vizutanpdtlasa részben a tet6felliletekrdl és a burkolt felliletekrél 6sszegydjtott csapadékviz
felhaszndlasaval torténik, tovabba javasolt a [Civaqua] program keretében a vizutanpétlo
rendszer meghosszabbitdsa a Parkerdé teriletének vizellatasara.

Az iroda belsé udvara kis intim tér, ahova munkasziinet alkalmaval nydjthat kikapcsolddast,
vagy kiltéri meetingre is Osszegyllhetnek az itt dolgozék. A teakonyhdbdl és étkez6bdl
kdzvetlendl ki lehet jutni a bels6 udvarba, igy kiterjesztett fogyasztétérként is hasznalhaté.
Tet6kertek

A kidllitéterekhez kapcsolédd nagy méretl tetGkert fontos latogatdi zona, a muzeumszakmai
programhoz szorosan kapcsolddo kiltéri helyszin. A Debrecenen athaladé 21° 38’ hosszusagi
korhoz tartozd klimazénak kerilnek itt bemutatasa (tajga, tundra, mérsékelt, mediterran,
szavanna, sivatag, tropus) jellemzé noévényekkel és felszini megjelenitéssel. A nagy méretd
el6tet6 rendezvények szervezésére alkalmas felilet, mig magdban a tetGkertben a
bebarangolhaté helyszinek kozott tartézkoddhelyek, pihenbhelyek szolgaljak a huzamosabb
idétoltést.

A muzeumi foglalkoztaté helyiséghez nagy méretl tetSterasz tartozik, amely igy a
muzeumpedagdgiai foglakozdsok fontos kultéri kiegészité helyszine. A teraszon magasagyasok
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kaptak helyett, emellett ismeretataddsra kialakitott kertként kertl kialakitasra, ahol mobil
butorok szabadon rendezhet6ek a foglalkozas igényeinek megfelelGen.

Az épllet nem latogathatd zoldtet6i természetkozeli feliletként kerllnek kialakitasra, holt
fakkal, farakasokkal, olyan mélyedésekkel, ahol megallhat a viz, ezaltal a rovarok és madarak
szamara él6helyként, buvdohelyként szolgalnak. A helyi flora és fauna fajok védelme, élGhelyeik
fenntartasa elsé rend( tervezési szempont.

A javasolt szabad vizeknek, hidrofil park, harmas szerepe van: vizgazdalkodds, mikroklimatikus
hatds, valamint a biodiverzitas elGsegitése.

KIALLITAS

Az intézmény misszidja a harmas programegység révén tud kiteljesedni, ahol a kidllitas, a
kozosségi rendezvényterek, valamint az oktatas funkcidk egymast erdsiti.

Ezen belll a kidllitds széles, XXI. sz-i eszkoztarral operdl. F6 elemei a nagy hibrid (él6-
mesterséges dioramak), 'Distinctive Mark - védjegy’, egyedi, leny(ig6z6 hatdsa, a latogatdi
élmény (utak és informdacidk) testreszabdsa vdlasztasi lehetGségek mentén, gyors sdv, a nyitott
laborok izgalmas, titkos vildga, a latogathatdé raktar rejtelmei, immerziv tér, a szabadtéri
programokhelyek, és végil, de nem utolsd sorban a pihend terilletek, lounge, és a
gyerekteraszok a felfrissliléshez és a friss éimények megemésztéséhez. Amit nem sikeriilt elsé
szuszra megnézni, kiprébalni, visszajoviink és megnézziik legkozelebb.
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New Natural History Museum Debrecen
NEW EXHIBITION BUILDING OF THE HUNGARIAN NATURAL HISTORY MUSEUM IN DEBRECEN, ARCHITECTURAL
DESIGN COMPETITION




INTELLECTUAL PREAMBLE — THE AUTHOR'S VISION

Each of us develops an image throughout our lives of the surrounding world, both the
immediate and the vast nature, including ourselves within it. The new Natural History Museum
Debrecen, in the 21st century, aims to socialize this inner image, enabling both individuals and
communities to navigate the flood of information and find their place in the created world.
Debrecen, the natural center of Hungary's eastern region, has long had the Great Forest
(Nagyerdd) as a firm backdrop to the city's civic urbanization, the university, culture, and sports.
The slowly drying oak forests of the plains have given much to the city, and now it is time for
architecture to return something to the surrounding nature. The planned museum's organic-
crystalline structure reflects this new relationship: the building grows into its environment like
a coral or a marsh, blurring the boundaries between the built, and the natural. The park and
garden weave further within the building and on the roof. As though we were hiking in the Great
Forest, every generation, family, and community will find its place seamlessly in the various
exhibition spaces. Beyond the exhibition themes, the building itself, with its subtly immersive
spatial world, educates visitors towards environmental awareness.

ARCHITECTURE
INTRODUCTION — BASIC DESIGN CONCEPTS, SUMMARY

CHAPTER 1 —SPATIAL DEVELOPMENT, BUILDING SITUATION AND ARCHITECTURAL CONCEPT
EXAMINATION OF INSTALLATION PARAMETERS, CONNECTION TO THE URBAN FABRIC

CHAPTER 2 — TRANSPORT CONNECTIONS: ECONOMIC AND PEDESTRIAN TRAFFIC, PUBLIC TRANSPORT
CONNECTIONS

PASSENGER VEHICLE TRAFFIC, PARKING SYSTEM

CHAPTER 3 —FUNCTIONAL DESIGN AND MUSEUM TECHNOLOGY

CHAPTER 4 —BARRIER ACCESS

CHAPTER 5 —ECONOMICS, SMART SOLUTIONS

CHAPTER 6 —ARCHITECTURAL VALUE CREATION, INTERIOR ARCHITECTURE, ARCHITECTURAL DESIGN
MATERIAL USE, DETERMINATION OF TECHNICAL REQUIREMENTS

STRUCTURAL ENGINEERING
SUSTAINABILITY
MECHANICAL ENGINEERING
LANDSCAPING

EXHIBITION
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INTRODUCTION — BASIC DESIGN CONCEPTS, SUMMARY
Documents forming the basis of the design of the Hungarian Museum of Natural History —
hereinafter referred to as MTM — are:
- Design competition notice and its annexes
The following guidelines can be clearly read from the documents and have an impact on the
design:
- The main architectural principles of the design of the MTM
- Separation of units of different character — exhibition spaces, circulation areas,
storage zones, research, education, administration, and their treatment as
independent but organic units
- Creation of a new architectural quality
- Bringing permanent workplaces into a prominent position: light, view,
perspective
- Illuminating the circulation areas with maximum natural light, ensuring contact
with vegetation
- Creating a clear, easily understandable spatial structure in which visitors and
employees, visitors and the interior can travel on clearly separated but short
routes.
- Building design that, with its solid and glazed surfaces, can exploit the benefits
of solar energy while providing a friendly, good environment at all times of the
year.

CHAPTER 1 —LAND DEVELOPMENT, BUILDING SITUATION AND ARCHITECTURAL CONCEPT
EXAMINATION OF THE DEVELOPMENT PARAMETERS, CONNECTION WITH THE URBAN FABRIC

The MTM site’s location in the urban structure, its connection with the urban fabric, as well as
its regulatory parameters and features are described in detail in the design competition notice.
The description given here is confirmed and supplemented by our investigations carried out for
the design:

- the urban structural position of the area is excellent, after the construction of the
planned transport facilities, roads and junctions the area is easily accessible from all
directions of the city and region,

- thesize of the area allows the placement of the specified program, but we also consider
it necessary to include the area of the current park forest in the development,

Since we considered the provision of the most favorable functional connections and the
creation of an energy-conscious building mass as the primary consideration when designing the
building, we placed a continuous cube-shaped basement block in the most favorable way.
we created two exploratory roads, one of which provides service traffic- transportation
of artifacts, filling of economic goods, waste transportation, etc., The other serves to
introduce parking for passenger cars. We separated these.
- the amount of earth to be transported can be reduced by earthworks within the plot,

- the ground floor line was aligned with the terrain plane, ensuring barrier-free access,
while pedestrians can have a good view of the building complex, which helps to give the
LANDMARK-type building a more favorable appearance.

- The main mass and the secondary masses provide elegance and playfulness at the same
time.
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Examination of the construction parameters

The area of the plot designed for the MTM: 96 875 m2, the construction site marked on the
plot: 41 902 m2.

Above-ground construction capacity 40%, i.e. 38 750 m2. Planned construction area: 14 336
m2.

Planned construction area below ground level: 7 969 m2

General floor area index: 0.8, max. 77 500 m2

Planned floor area index: 0.31 (total gross floor area: 30 328 m2)

Planned green area: 70%, i.e. 67 968 m2

Highest point of the building: 20 m. Planned: 20 m.

The building presented in the design competition complies with the specified parameters in all
respects.

Connection to the urban fabric

The area designated for the MTM is currently bordered by a football field and service buildings,
as well as a single-family residential area. The planned development will not cause a major
urban structural intervention or burden on the single-family residential area.

CHAPTER 2 —TRANSPORT CONNECTIONS:

COMMERCIAL AND PEDESTRIAN TRAFFIC, PUBLIC TRANSPORT CONNECTIONS

PASSENGER VEHICLE TRAFFIC, PARKING SYSTEM

We consider the transport developments outlined in the design competition announcement to
be realistic, and when developing the design competition, we based the location of the building
and the provision of various traffic connections on them. Essential elements:

- One of the main arrival points for public traffic is the main entrance square, this is the
southern corner of the area, visitor buses and local bus routes also arrive here.

- Passenger vehicle traffic is at the open entrance from Nagyerdei krt., The underground
parking is located on the-1 level of the building, this is the shortest way to reach it. We
have also located the parking lots for employees here in a separate way.

- The secondary access point is the north-east point, here we also provide a public
transport connection, from this point the main entrance and the staff entrance can be
reached on foot.

In addition, commercial traffic was developed entirely by branching off from Nagyerdei korut.

- We provide bicycle access from both directions.

CHAPTER 3—FUNCTIONAL DESIGN AND MUSEUM TECHNOLOGY
The planned functional design of the MTM was based on a separate but clear transport system.
The main entrance area is a part of the building open to everyone, where information systems,
ticket purchasing facilities and the restaurant and café can be found, which can remain open
after the museum is closed. Visitors arrive in this lobby from the basement parking lot. From
here, only those with tickets can enter the museum for security reasons.
Another important element of the functional layout is the creation of a calm working
environment for the employees. One of its points is the creation of a separate entrance, this is
done at the entrance on the east side of the building.
Key aspects of the functional layout:

- Ground floor — permanent and temporary exhibition space, immersive space, lecture

hall, cafés, etc., office block, museum technology spaces, warehouses, etc.
- gallery level — library, playhouse, hunting room, laboratory spaces, café
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- Roof level — permanent exhibitions, outdoor roof terrace, botanical gardens and event
space

- -1 Basement level — car parking, service functions, economic supply building services
center.

Docking

The truck transporting the artworks backs into the dock, and a turning space has been provided
in front of the building.

The dock area has been designed as a high-security zone.

Artefact storage

The artwork warehouse is an “exhibition and public education warehouse” where installation
material and traveling exhibition material are stored. The general air quality values: 20-22°C,
50% RH are exceptions for paper-based materials and photographs, for which we provide a
humidity value of 45%, with separate mechanical systems.

We will create display warehouses in the entrance hall and in the visitor corridors.

We have designed different types of warehouses for storing installation material and traveling
exhibition material.

We have located the workrooms close to the artwork warehouses, whose lighting and
ventilation are ensured naturally in addition to artificial systems.

Isolation space

The isolation space serves to isolate infected material, and material entering and leaving the
exhibition (plants, mammals, etc.) must always be disinfected. Disinfection only takes place here
if the quantity and degree of infection allow it. We provide a separate mechanical system for
ventilation/ventilation/exhaustion.

Preparation workshop

We have made the preparation room/preparation workshop suitable for the planned
preparation and collection assistant training, and we have also opened the preparation
workshop, which can accommodate 10+ people, for visitor use and made it suitable for holding
workshops. In addition to artificial lighting, we have provided natural light. The space has been
designed as a glass wall from the visitor corridor.

Exhibition construction workshop

The room was designed to the size specified in the design program, and in this workshop, where
dioramas and other installation elements are made, natural light was also provided.

It was located next to the exhibition space for accessibility. Its walls must be soundproofed.

Permanent and temporary exhibition spaces

The routes to the dock and the exhibition spaces, as well as the freight elevator, are barrier-
free. A service corridor was created on the right side of the permanent exhibition spaces on the
ground floor. This corridor ensures that materials are not delivered through the visitor corridor
during the construction of the permanent and temporary exhibitions.

Workers can access the exhibition spaces from this corridor, and visitors from the lobby.
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The walls of the temporary exhibition were designed with high-height sliding walls. In cases
where there is no exhibition, this space is connected to the lobby and thus provides space for
other events.

CHAPTER 4 — ACCESSIBILITY

In terms of accessibility, the building must be designed in accordance with the applicable laws,
in addition, we have designed various family and child-friendly buildings. An important aspect
is the design of family and barrier-free toilets that meet all the needs of children and their
relatives. A key aspect is the provision of anti-slip and appropriate handholds. A key aspect is
the choice of easy cleaning and interior design materials that suggest cleanliness. An example
of this is, for example, the design of child-friendly toilet blocks and parking spaces in addition
to the baby-care room.

CHAPTER 5 —-ECONOMY, SMART SOLUTIONS
The issue of economy was a prominent aspect during the design. This aspect is considered in
every decision, and is reflected in the following:

- avoiding self-serving, unnecessary solutions. The beauty of the building is given by the
spatial structure and logical mass formation, no self-serving solutions are acceptable in
this system. There are no unnecessary spaces, structures, or use of materials in the
building.

- minimizing and compacting traffic routes was an important aspect, along with the fact
that traffic spaces are also special in the The developed plan is fundamentally
horizontally organized, so internal movements are within vertical cores, minimal in size.
The functional units placed on each level are organized around the stairs and traffic
cores, and are accessible from them in a short way.

- other solutions.

Smart solutions

Building control,- IT (Smart building)

Management systems (MISS systems- Management Information Support System)
Application development

Operation systems.

CHAPTER 6—ARCHITECTURAL VALUE CREATION, INTERIOR ARCHITECTURAL FORMATION, MATERIAL USE,
DETERMINATION OF TECHNICAL REQUIREMENTS

The spatial structure- the creation of a clear, clearly visible spatial structure, as a primary
architectural value, fundamentally determined the design. Architecture is primarily the art of
spatial organization, in this case, spatial organization follows the flows, the size of each
community space was always sized based on the intensity of the flows, starting from the large-
scale lobby through the wide main traffic space to the entry point of each unit.

The role of light- ensuring the entry of natural light and ventilation in the spaces where daily
work takes place was a key consideration. The lighting of the exhibition spaces is provided with
artificial light. The building was divided into security zones, and the security and security
personnel were located close to the exhibition spaces. The warehouses and other museum
service rooms were also located close to the workshops. The management was located on the
first floor. The accommodation section was designed in a separate, but even removable way.
The LANDMARK sign- the massing of the building is also a fundamental architectural value
carrier. One of the important aspects of the architectural and landscape design of the building
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was to create a sense of homeliness in its special spaces for visitors and workers. Approached
from the plot boundary, the building invites all generations to travel and explore, in accordance
with the principle of gradualness.

One inspiration for the design of the building was the moss colony found in the area, and the
other was the structure of a special mineral called Rhodochrosite, which can also be found in
Hungary. Rhodochrosite is believed to help us find our inner harmony and create balance in all
areas of our lives. The organic connections of its development are visible on the section of the
mineral, which is one of the inspirations in the design of our building.

Our building also has a similar structure, with side masses connected to the main exhibition
mass, which can later be expanded with additional wings. A landscape wound developed in the
area due to the construction of the football field, and its healing was one of the architectural
and garden design aspects. The variability of the facade cladding makes it easy to create
openings that promote natural lighting, as well as more closed walls.

The variety of facade cladding helps to integrate the building into its environment, and with its
terraced green roof design, it easily brings nature into the building.

Interior design values

Determining the technical requirement level — is based on the three pillars of durability, utility,
and beauty. The installed materials must be durable, long-lasting, and age gracefully over time.
This is also a question of utility, because the selected materials must be adapted to the
appropriate life cycles, taking into account the appropriate maintenance and renovation cycles.
Thirdly, it is necessary to ensure that the planned materials are beautiful, both in appearance
and touch. The wooden support slabs of the building’s communal spaces enhance the
naturalness of the building. We are building in a clearing among the trees in the forest. The
pillars are synonymous with the pillars of the surrounding forest.

STRUCTURAL EGINEERING

Horizontal Load-Bearing Structures

The roof's load-bearing structure consists of a glued laminated timber beam grid arranged in a
triangular pattern, which is consistently reflected at each floor slab level. On the uppermost
slab, where loads are lower, the beams are designed with a reduced height to optimize material
use.

The slab above ground level, specifically over the permanent exhibition space, is supported by
steel trusses aligned with the triangular grid. The use of steel trusses allows for efficient routing
of mechanical systems between the truss members.

Above the basement level, a monolithic two-way ribbed reinforced concrete slab is supported
by columns arranged in an 8x8 m grid, providing structural stability and load distribution for the
slab.

Vertical Load-Bearing Structures

At the basement level, reinforced concrete columns organized in an 8x8 m grid form the primary
vertical load-bearing system of the building. Above the basement slab, circular steel columns
are positioned in alignment with the concrete columns below, supporting both the glued
laminated timber beam grid and the interior steel trusses.

Lateral stability is achieved through reinforced concrete stair cores and an additional bracing
system strategically integrated into the structure.
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Lobby Roof Structure

The laminated timber beam system above the entrance slab is supported by steel columns
positioned both along the perimeter and at central locations. The beams are arranged in a
triangular pattern, similar to the configuration used in the exhibition space, though with a
modified layout to suit the entrance design. The deflection behavior of the beam system is
illustrated in the image below.

Conference Hall Roof Structure

Above the conference hall, the roof's load-bearing structure consists of a glued laminated
timber beam system. The beams are arranged in a triangular pattern, centrally organized to
align with the circular floor plan. The timber beams are rigidly interconnected, forming an
integrated slab structure, which is supported by columns positioned along the perimeter.

Exhibition Hall Steel Truss Roof Structure
Above the permanent exhibition hall, the roof structure consists of a steel space truss system.
The roof layout follows the triangular pattern consistently applied throughout the building.
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Exhibition Hall GL Timber Beam Slab
Above the temporary exhibition hall, the slab structure consists of a glued laminated timber
beam grid. The layout pattern aligns with the design of the steel trusses above the permanent

exhibition hall, maintaining consistency in the structural aesthetic.

Upper Floor GL Timber Beam Slab
The load-bearing structure of the upper floor slab consists of a glued laminated timber beam

grid, similar to the system used in the temporary exhibition hall. The structure is supported by
columns extending from the basement and incorporates a cantilevered design along the

perimeter.
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SUSTAINABILITY

The core design concept revolved around the harmony and symbiotic cooperation between
nature and the built environment. By increasing green spaces and incorporating natural
surroundings and materials with efficient technical solutions, the building sets an example not
only in terms of architectural expression but also by responding to the changing environmental
needs and operational challenges amidst climate change. The design aimed to achieve minimal
environmental impact during the construction, operation, and eventual deconstruction of the
museum, reducing its ecological footprint in both material use and operation, while also
promoting the restoration of the natural environment.

The decision to minimize the footprint of imprervious areas necessary for operation around the
building was inspired by sustainability considerations:

o A smaller footprint with less surface coverage preserves natural soil structures, helping
maintain stormwater absorption and supporting biodiversity by retaining biological
activity in the soil.

e The compact building form reduces winter heat losses.

e |t creates opportunities for increasing open space and natural green areas.

Nature-inspired and nature-based solutions influenced the design on multiple levels:

e Use of natural materials: Hybrid timber-steel structures and prefabricated facade timber
panels significantly reduce the building's structural footprint compared to traditional
reinforced concrete structures.

e Green roofs: More than 5,000 m? of green roofs help mitigate summer heat, retain
stormwater, and improve the microclimate through evaporation.

o Surface-level nature-based solutions: Networks for natural water management,
including permeable pavements, boiswale systems, and rain gardens, were designed to
integrate into the planned Civagua network.

The building meets the requirements for the Excellent level of the BREEAM NC v6 Bespoke
system by adhering to the following principles:
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Energy Efficiency

Passive design solutions include a compact building form and an efficient building envelope.
Shading, reduced glazing to wall ratio, efficient building skin is designed to reduce heating and
cooling loads, and allow for radiant systems. Ground source heat pumps are proposed for
heating and cooling, leveraging Debrecen's favorable geothermal potential.

Utilization of Renewable Energy

Options considered included district heating, geothermal wells, ground source heat pumps, air
source heat pumps, and groundwater heat utilization. District heating was ruled out due to its
low renewable energy ratio thus high carbon footprint. The area offers significant potential for
deep geothermal heat utilization with injection. This, along with groundwater based heat
pumps, will be explored further as alternatives to ground source heat pumps by studying water
flows to the neighboring water utility well.

By using geothermal heat pumps, a 25% energy savings and a 40% carbon savings can be
achieved compared to district heating. Additionally, the roof will feature 2,800 m? of biosolar
roofing and 1,000 m? of integrated photovoltaic panels in glass roofs, achieving a 50% energy
and carbon footprint reduction necessary for the A++ EPC certification.

Indoor Comfort and Accessibility

The site offers inclusive and safe access following the principles of universal design. Functional
separation ensures pleasant acoustic comfort by isolating different spaces. Thermal zones will
allow efficient zoning of the mechanical systems, adaptable to the different indoor
environmental requirements. Natural materials, especially wood, and low VOC emission finishes
ensure good indoor air quality. Reforestation within the area and extensive green roofs improve
outdoor comfort, ensuring the new facility does not contribute to the urban heat island effect.
Water Efficiency

To address drought caused by climate change and manage extreme rainfall events, a blue
infrastructure network will be developed throughout the site, including green roofs, rain
gardens, infiltration ditches, bioswales and permeable pavements as part of the sustainable
stormwater management system. These solutions will connect to the planned Civagua network.
No well is planned due to proximity to the water utility well. Irrigation reservoirs aid in water
retention, and drought-tolerant plants reduce watering needs. Restoring natural soil conditions
are possible on a large area.
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Sustainable Transportation Solutions

Bicycle infrastructure will be developed with 116 visitor and 20 staff storage spaces. Electric
charging stations and showers will support sustainable commuting, with five charging stations
planned for the staff and guest parking lots. The site will be easily accessible from existing and
planned transportation hubs.

Material Use

Reducing the embodied carbon footprint was a key consideration. Structures from the site will
be reused (concrete, brick), and low-carbon wood and structural steel, aligned with functional
design requirements and high recycled content, will achieve over 50% carbon footprint
reduction compared to conventional concrete structures. Designing for durability and
resilience, ensuring structural and fabric resilience help reducing the maintenance and
replacement costs and carbon footprint of the building.

Waste Management

Selective waste collection will be implemented for paper, plastic-metal, glass, and compostable
materials, with waste handling functionally separated at the basement level. A composting unit
will be established for garden maintenance.

Land Use and Ecology

Sustainable park planning aims to create biodiversity-promoting vegetation without irrigation
needs, incorporating insect- and bird-friendly elements. Reforestation will develop a 3-Tier
vegetation structure, helping restore the natural landscape. Restoring the forest canopy
structure increases eocsystem productivity and provides ecosystem services like intercepting
and helping in percolation of 60-90% of rainwater/ snow gently into the soil and producing a
watershed region important for the hydrology of a region.

The building's footprint aligns with existing sports fields, minimizing disturbance to natural soils.
Pollution Prevention

Reducing light pollution is essential for protecting wildlife in the forest-integrated building. No
nighttime illumination is planned for the building to protect local fauna. Functions requiring
lighting will be positioned on the southern side, naturally lowering night light levels. The
mechanical systems with ground probes emit no noise, and the protected placement of outdoor
units for air source heat pumps further reduces noise. The combined blue-green infrastructure
ensures that post-development runoff does not exceed pre-development levels, considering
climate change impacts and meeting BREEAM requirements.

MECHANICAL EGINEERING

The building's mechanical systems are designed to minimize water- and energy consumption
and to maximize the use of renewable energy sources.

Based on our preliminary calculations, the heating and cooling demands of the building can be
fully covered by low-energy heat pump systems using two different heat sources; water-to-
water heat pumps will be located in the central mechanical room in the basement, while
additional air-to-water heat pumps will be placed in an open mechanical space adjacent to the
building.

The water-to-water heat pumps will be able to cover the total heating demand and most of the
cooling demand by using approximately 450 pcs borehole soil collectors drilled under the
building. Air-to-air heat pumps, operated in chiller mode, also contribute to the peak cooling
demand in summer. By combining these systems and utilizing waste heat from the equipment
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operated in cooling mode, it is possible to cover simultaneous heating and cooling needs (e.g.
for humidity control) and to produce domestic hot water. The electricity needs of the heat
pumps can be partly met by solar panels on the roof of the building.

The ventilation, heating-cooling and humidity control of the exhibition spaces and lecture halls
will be provided by individual ventilation systems, with the air handling units located in the
basement mechanical rooms. Fresh air intake and used air is exhaust is carried out through
window wells and ventilation structures adjacent to the building. The distribution of the duct
network in the spaces is partly in the suspended floor, partly in the suspended ceiling or by
means of visible installation. The ventilation systems are planned to be complemented by
energy efficient surface heating-cooling to provide economic base heating.

Preliminary expert advice indicates that thermal water of 60-70 °C is available at a depth of
1000 m on the site, which is sufficient to cover the entire heating demand of the building, and
therefore the possibility of thermal water utilization should be investigated during the
construction design phase, involving the local district heating utility provider company.

In order to reduce the use of potable water, greywater recycling is planned. Rainwater falling on
the building and paved surfaces will be collected in a stormwater tank, which can then be used
for irrigation or toilet flushing.

LANDSCAPING

Defining structures

The dominant element of the planning area is the forest ‘Debrecen Great Forest’. The basic
principle of the planning concept is the preservation of the lowland (Pannonian white oak-
manna tree woods, Pannonic loess steppe oak woods, swamp forests), the preservation,
renewal and creation of habitats with a varied landscape appearance. Two types of forest
communities are found in the planning area: highly closed mixed white oak woods and large
homogeneous acacia woods. Along the exploratory road network there are valuable plane tree
stands, and the sports stadium building is flanked by a row of columnar pedunculate oak. In the
foreground of the urban outcrop there are two large oak matuzalums, which, despite their poor
condition, are important to preserve as they have become a site landmark.

As the forest is a dominant entity, the proposed built elements will not rise above the existing
forest silhouette, vertically extending above the canopy, and thus will not create a lookout, thus
maintaining the monopoly of the Water Tower Lookout.

Landscape architectural elements

The building of the Natural History Museum of 'Debrecen Great Forest” and its surroundings
will become a place of culture, research and education. The built and natural elements of the
new ensemble represent openness; they will be welcoming to visitors and serve the recreational
needs of the local residents. The diverse and varied green space that will be regenerated and
created will consist mainly of native plant species, which will also provide habitat for animal
species, thus bringing a new level of biodiversity to the planning area. The design and
subsequent maintenance will also meet and fit in with ecological requirements due to the water
use and the numerous water surfaces.

The main entrance area of the building is located to the south, towards the city, as this is the
clear axis of pedestrian access. In front of the building, a large, flexible multifunctional wooded
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"Plaza" will be created. In the entrance area, the two mature oaks will be highlighted, and in
their shade an urban foreground will be created to serve as a meeting point, with a small water
feature. From here, green islands and a large spectacular water feature will accompany and
guide visitors to the main entrance of the museum.

The area in front of the building is also suitable for temporary exhibitions or events. The
museum's concept emphasises that dinosaurs are a popular visitor attraction, so the largest
green space in the building has been designed to accommodate life-size sculptures.

The aim is to create the character of the lowland forest on the east and north sides of the
building. The continuous replacement of homogeneous acacia is intended to create a grove of
oak woodland, and the creation of open grassland is also important. In this way, the three main
structures typical of the lowlands will be present: forest-meadow-grove. The above structure is
desirable from a biodiversity point of view and is also advantageous from a park-use point of
view, as it creates well-organised areas where different functions are divided by groups of trees
and shrubs.

The eastern part of the park, the "Grove", is essentially a native, site-specific area, with nature
trails, a forest school, playgrounds, water features, picnic areas and large expanses of meadow.
The two large water surfaces are connected by a stream, accompanied by an adventurous
stream bank. Next to the restaurant terrace, a playful archaeological dig site will be created
along the rocky stream bank.

The northern part of the site is the ‘Niche’, where existing forest is preserved and the proposed
uses are limited to small surface uses, as less disturbed areas. A canopy walkway from the
stadium, then through the zoo and sports fields, is routed through this patch of forest to be
preserved. The elevated walkway not only provides a link to the other facilities of the , Large
Forest”, but also connects to the museum's educational area and terrace. It is thus directly
connected to the green spaces of the museum from the educational terrace. A temporary
petting zoo will be created at one of the canopy's staircase. The forest patch will be used as a
educational trail, an active play area and an environmental education park.

In the eastern and northern parts of the site, three types of educational trails (forest-meadow-
grove), playgrounds (wet playground, forest playground and slide park with climbing wall) will
be created.

The western side of the building is the Ambush’, where features that are less suited to the site's
native flora but are important and desirable from a museum point of view, such as a biodiversity
hotspot or features that require a specifically protected site (reptile-friendly garden, monastery
garden), are located. The south-west facing garden area around the building is located in a
sheltered corner and is therefore particularly suitable for Mediterranean plants. A slight terrain
change towards the sports field provides an intimate boundary, which also allows the creation
of a rock garden. The rock garden and wetland create an ideal habitat for reptiles and
amphibians. Access to the veterinary and botanical clinic on the lower level of the building is
from here.

The creation of water and wetland areas was an important conceptual task, creating wetland
areas with different characters that draw visitors further and further into the park. At the
entrance, a large natural water surface is decorated with native and botanical specialities to
emphasise the museum theme, and from here a stream leads to a large water feature in the
park. The intimate garden area creates a wetland that also functions as a seepage area. In the
entrance lobby, a water feature sprouting from the pavement around the oaks serves as an
attraction. The various water features not only attract visitors to the museum and residents of
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the sorroundings, but also serve as important special habitats for animals and plants. The
wetlands are partly replenished by rainwater collected from roofs and paved surfaces, and it is
proposed to extend the water replenishment system to the Park Forest area as part of the
[Civaqua] programme.

The inner courtyard of the office is a small intimate space where employees can relax during a
break from work or gather for an outdoor meeting. The tea kitchen and dining room provide
direct access to the courtyard, which can be used as an extended consumer space.

Roof gardens

The large roof gardens adjacent to the exhibition spaces are an important visitor zone, an
outdoor venue closely linked to the museum's professional programme. The climate zones
(taiga, tundra, humid continental, arid continental, mediterranean, savannah, desert, tropical)
of the 21° 38' meridian passing through Debrecen are presented here, with typical plants and
surface displays. The large terrace is ideal for events, while the roof garden itself offers a range
of places to rest and relax.

A large roof terrace is attached to the museum's educational area, making it an important
additional outdoor space for museum education activities. The terrace has been replaced by
raised beds and is also designed for learning, where mobile furniture can be freely arranged
according to the needs of the session.

The building's non-visitable green roofs are designed as a natural surface, with dead trees,
woodpiles, and depressions where water can stagnate, thus serving as habitats and hiding
places for insects and birds. The protection of local flora and fauna species and the maintenance
of their habitats are a primary design consideration.

The proposed open-surface waters, a hydrophilic park, have a triple role: water management,
microclimatic effect, and the promotion of biodiversity.

EXHIBITION

The institution's mission can be fulfilled through the triple program unit, where the exhibition,
community event spaces, and museum learning functions reinforce each other.

Within this, the exhibition operates with a wide, 21st century toolkit. Its main elements are the
unique, impressive effect of the large hybrid (living-artificial dioramas), Distinctive Mark, the
customization of the visitor experience (paths and information) along with options, a fast lane,
the exciting, secret world of open labs, and the mysteries of the visitable storage, immersive
space, outdoor program spots, and last but not least break-out zones, lounge areas and
children’s terraces for refreshment and digesting the fresh experiences. Whatever we didn't
manage to see or try on the first run, we'll return and see next time.
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